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IMPORTANT

READ AND UNDERSTAND INSTRUCTIONS BEFORE USING HEATER.
RETAIN INSTRUCTIONS FOR FUTURE REFERENCE.
BE SURE TO CHECK LOCAL CODES AND ORDINANCES FOR PERMITTED USES.
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Thank you for selecting the Kero-Sun Model Radiant 40 portable kerosene heater for your heating needs.
Toyotomi, the world leader in the technology of kerosene heaters, has tested and refined the design of the
Model Radiant 40 to assure you safe, efficient and reliable performance if you use the proper fuel and use the
heater according to the instructions presented in this manual. If you don’t always use ASTM No.1-K grade
kerosene, the performance of the Model Radiant 40 may be reduced, possibly causing smoking, unpleasant
odors and lower heat output. IF YOU USE GASOLINE OR ANY EXCESSIVELY VOLATILE FUEL, FLAME
ERUPTION OUTSIDE THE BURNER SYSTEM CAN OCCUR, LEADING TO A DESTRUCTIVE FIRE.

INFORMATION

The kerosene in the USA is sometimes dyed red due to tax laws and the red dyed kerosene should be
translucent (able to be seen through) and not cloudy.

You must pay close attention to the performance of the wick in your heater. Whether using red-dyed or
colorless kerosene, you must pay close attention to the condition and performance of the wick in your
heater, as you may encounter fuel quality problems that cause:

e Low flame

« Tar deposits on the wick

- Difficulty in igniting and/or extinguishing flame
« Reduced useful wick life

« Resistance to turning the wick up or down

A WARNING

ALWAYS CHECK TO DETERMINE THAT FLAME
IS EXTINGUISHED BEFORE LEAVING HEATER

If you observe any of the symptoms listed above in your heater,

CLEAN THE WICK BY DRY BURNING

as described in item 2 under “WICK INSPECTION AND CLEANING”. If the fuel quality persists, obtain
fuel from a different fuel source. »



SAFETY TIPS

RISK OF FIRE AND EXPLOSION

Before operating your heater, please review these safety tips:

1. Never use any fuel other than clear or red colored kerosene {ASTM No. 1-K grade).
NEVER USE GASOLINE! Use of gasoline can cause uncontrollable flames resulting
in a destructive fire. Never use for kerosene a can that has been used for gasoline,
paint thinner or solvents, to avoid contaminating your kerosene. Even small
amounts of gasoline, or similarly volatile materials, in kerosene can be hazardous.
NEVER USE A RED CAN FOR THE PURCHASE OR STORAGE OF KEROSENE! Use
of a red container for kerosene may lead to the use of gasoline in your heater by
mistake.

2. Neverrefill the heater fuel tank when the heater is operating or still hot. If you do, a
“flash back” of flames to the fuel container might occur, possibly causing injury and
property damage.

3. Never use your heater in any area where flammable vapors or gases may be
present. Especially avoid use of your heater where gasoline, naphtha, acetone or
other volatile solvents are in the air, or where containers of such materials are
open. Vapors could be ignited by the heater, resulting in fire and/or explosion.

4. Never fill your heater’s fuel tank in a living area. Always fill the heater’s tank
outdoors. Never overfill the tank. Always replace the heater tank cap securely after
filling the tank. Kerosene spilled on carpeting during refueling produces strong,
hard-to-remove odors and can be ignited if contacted by a match, cigarette or other
ignition source.

5. Never store or transport kerosene in other than a metal or DOT' approved plastic
container that is (a) acceptable for kerosene, (b) blue in color, and (c) clearly marked
KEROSENE. Never store kerosene in living areas of your home and NEVER
STORE YOUR KEROSENE CONTAINER IN THE SAME AREA THAT YOU
KEEP CONTAINERS OF GASOLINE OR OTHER VOLATILE MATERIALS.
Mistakenly using a container of gasoline for heater refueling is a major cause of

kerosene heater fires.
A WARNING

RISK OF FIRE AND BURN INJURY

Before operating your heater, please review these safety tips:

1. Each time you start your heater, observe it carefully for 15 to 20 minutes to make
certain that it is properly adjusted. Problems of improper adjustment of wick height
or an improperly seated heat chamber should be evident during this warm-up
period. If the heater is left unattended and improperly adjusted, severe smoke
damage to your residence and damage to the heater could result.

Note: Carefully follow the instructions found on pages 8-9 for lighting and adjusting
the flame.
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