TOYOTOMI

PORTABLE AIR CONDITIONER

ACONDICIONADOR DE AIRE
PORTATIL

CONDITIONNEUR D’AIR
DEPLACABLE

AR-CONDICIONADO MOVEL

TID-2400
(Type A & B)
(UL )us
INSTRUCTION MANUAL ENGLISH P 1
MANUAL DE INSTRUCCIONES ESPANOL P 5
MODE D'EMPLOI FRANCAIS P. 9

MANUAL DE INSTRUCOES PORTUGUES P.14



PART #

20456228
20456264
20456677
20456076
20456601
20456610
20456240
20456604
20456665
20456627
20456012
20456690
20456317
20456391
20456670
20456206
20456673
20456622
20456335
20456046
20456613
20456663
20456318
20456520
20456392
20456675
20456260
20456262
20456630
20474052
20456272
20456671
20456664
20456666
20456614
20456347
20456615
20456373
20456379
20456651
20456654
20456649
20456650
20456681
20456652
20456653
20456257
20456074
20456095
20456099

PART NAME

Louver motor
Screw D5

Screw D12
Operatipn Panel
Top plate

Filter case

Filter

Carrying handle
Front cover

Front panel assembly
Main circuit board
Compressor capacitor
Transformer

Fan motor capacitor
Caster

Full tank switch
Screw D9

Drain tank

Power supply cord
Cabinet assembly

Compressor (Type A)
Compressor {Type B}

Front fan motor assembly
Rear fan motor assembly

Rear fan motor capacitor

Screw D11

Screw D1

Screw D3

Tank base

Screw E

Screw D7

Screw D6

Screw D15

Nut D1

Washer D1
Screw D18

Tank base spring

Thermistor front

Thermistor rear
Exhaust duct set
Air outlet nozzle

Exhaust duct hose
Exhaust duct "A"

Plastic window panel kit (S)
Exhaust duct cover
Nozzle fitting

Screw D9

Room temp. thermistor

Instructiom manual
Carton
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THE TID-2400 SUMMARY

The idea behind the TID-2400 is to provide a localized supply of
cool air,

The TID-2400 will greatly enhance your personal comfort
whether at a work station or even in your favorite chair.

Four (4) casters enables you to move the TID-2400 easily from
room to room. lt cools and dries the air at the same time so
that you can stay comfortable even when it's humid or rainy
outside. Also your furnishings and fabrics are kept in good con-
dition when it's used as dehumidifier,

Conventional air conditioners use large quantities of energy to
cool an entire room, including walls and furniture. The TID-
2400 creates a zone of cool and dry air only where it is needed.
It does not waste energy cooling the surroundings.

High efficiency Rotary Compressor runs smoothly on less pow-
er than conventional compressors giving you lower energy
consumption and quieter operation.

It's easy to operate. Once you set the desired function, all func-
tions will be memorized in the unit. The built-in timer allows
from 1/2 to 6 hours operation, after which the TID-2400 is auto-
matically turned off. This is especially convenient at bedtime,

Venting is not required. However, if the TID-2400 is to be used
exclusively in one space, the cooling efficiency will be en-
hanced by using the venting kit accessory.

OPERATIONAL FEATURES

1. COOLING OPERATION:
Normally, cool air is directed out the front louvers by the
circulation fan which has two (2) stages of fan speed.

2. AUTOMATIC OPERATION:
Once the desired function has been set, it is memorized as
long as it remains connected to the wall outlet. In the event
of a power failure, the desired function must be re-entered
when power is restored.

3. THERMO CONTROL
The compressor will automatically shift to ON or OFF to
maintain the desired temperature.

4. TIMER OPERATION:
The timer will shut off unit after the designated period of
time (1/2, 1, 2, 4, or 6 hours).

5. AUTOMATIC OSCILLATING LOUVER:
The vertical louvers oscillate back and forth automatically
45° from right to left and distribute the air evenly. Or you
can lock in a fixed position to direct the output in a con-
stant direction.

6. AUTOMATIC SHUT-OFF MECHANISM WHEN DRAIN
TANK IS FULL:
When the drain tank is full, unit will be automatically shut
off. It is always required to press power button twice to re-
sume operation after the condensed water is removed
from the tank.

7. AIRFILTER:
Air filter cleans circulation air.

1. DESCRIPTION

A FRONT

A1 Air intake

A2 Air filter {located behind the grille)
A3 Carrying handle

A4 Air intake {condenser)
AL Caster

AB Operation panel

A7 Vertical louver

A8 Air outlet

A9 Horizontal louver
A10 Front cover

A11 Drain tank

B REAR

B1 Exhaust outlet

B2 Air intake (condenser)
B3 Power supply cord
B4 Power plug

ENGLISH

B5 Cord grommet

C OPERATION PANEL
C1 Power button

C2 Mode button

C3 Timer button

C4 Timer lamp

C5 Select button

C6 Cool button

C7 Air deflector button
C8 Fan mode lamp

C9 Cool mode lamp
C10 Power lamp

C11 Cold button

H EXHAUST DUCT SET (Part #20456651)

H1 Air outlet nozzle (Part #20456654)

H2 Exhaust duct hose (flexible tube) (Part #20456649)
H3 Exhaust duct “A’’ (Part #20456650)

J PLASTIC WINDOW PANEL KIT (S) (Part #20456681)
J1 Plastic panel

J2 Exhaust duct cover (Part #20456652)

J3 Nozzle fitting (Part #20456653)

J4  Screws (4X16mm) (Part #20456257)

2. SAFETY TIPS

IMPORTANT

® Read instructions carefully before operation.

® The unit should be operated when the room temperature is
between 60°F (15°C) to 95°F (35°C). If the room temperature
is below 60°F (15°C), ice may form on the coils. If the room
temperature is above 95°F (35°C), the compressor will auto-
matically shut off to protect itself.

® ALWAYS, wait 3 min. to restart after turning unit off,

AWARNING

® NEVER expose infants, handicapped persons, or senior
persons directly to the airflow. Adjust the airflow direction.

® Keep children away from unit. Children are particularly li-
able to this danger. The fan is running at high speed in-
side. Covering them may deteriorate air conditioner perfor-
mance or cause it to become inoperative.

® NEVER insert objects of any kind into the air intake or air
outlet.

® DO NOT unplug if your hands are wet. An electrical shock
may occur.

® DO NOT operate in a wet location,

o ALWAYS plug into 120 volt, 60 Hz, single phase electrical
outlet.

¢ Be sure plug fits receptacle securely,

¢ DO NOT run power cord under carpets, rugs, or floor mats
of any kind.

e DO NOT attempt to shorten or alter power cord in any way.

¢ DO NOT apply any excessive force or pressure to the pow-
er supply cord.

© Make sure that the plug is free of dust.

® DO NOT use an extension cord.

® DO NOT turn on and off by inserting or removing the plug
which may cause electric shock or fire.

® If there is a fear of lightning, stop the air conditioner and
disconnect the power supply cord.

® DO NOT touch the evaporator, condenser and pipes.

AcauTion
® Keep unit more than 20 in. (50 cm) away from any objects
or wall. (D)

® [f the unit is operated in COOLING mode in an area of very
high moisture, the top plate and the rear plate may get
covered with a mist. Wipe off any mist before it has a
chance to get on the floor or rug.

® Remove drain tank before moving unit.

® To minimize corrosion, DO NOT use in damp, salty air
area.

® DO NOT operate in direct sunlight.

® DO NOT use for such particular purpose as preservation of
foodstuff, animals, plants, precision appliances, arts and
medicine.

® DO NOT place an animal, plants or combustion equipment
in a place which is subjected to the direct air blow of the
unit.



